
Professional heating technology for 
industry and laboratory applications

Mounting accessories

KM-AF1000

aluminium foil
width: 1000mm
thickness: 0,05mm
temperature stable up to 400°C
-bulk-

order no. 71000401

KM-AF500

aluminium foil
width: 500 mm
thickness: 0,05 mm
temperature stable up to 400°C
-bulk-

order no. 71000402

KM-SS600

stainless steel foi l 
width: 600 mm
thickness: 0,05 mm
temperature stable up to 1000°C
-bulk-

order no. 71000410

KM-AFT90

aluminium adhesive tape,
rol l  length: 100 m
width: 75 mm
thickness: 0,05 mm
temperature stable up to 90°C 
(adhesive)

order no. 71000101

KM-AFT150

aluminium adhesive tape,
rol l  length: 50 m
width: 75 mm
thickness: 0,05 mm
temperature stable up to 150°C 
(adhesive)

order no. 71000102

• for better heat distribution in pipe trace heaters and containers
• as a separating layer between insulation and heating
• necessary for heating of plastic pipe
• bulk, not wrinkle-free

• suitable for sealing entire surface, cover heatings or fix heating mats.

Isolierung / isolation

Heizung / heating Folie / foil
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KM-GFT200

glass-yarn adhesive tape
roll  length: 33 m
width: 15 mm
temperature stable up to 200°C 
(adhesive)

order no. 71000151

suitable to f ix heating tapes or 
heating cable on pipe or 
container

KM-MFT

metal clamping band
10 x 0,4 mm

material: V2A
roll  length: 10 m

order no. 71000210

KM-CL1

thread clamping head for metal 
clambing band

material: V2A
25 pc. in a bag

order no. 71000301

KM-DMF

distance band
15 x 0,5 mm
material V2A (1.4301)
- bulk -

order no. 71000201
order no. 71000202
order no. 71000203

instal lation distance
30 mm
40 mm
50 mm

• suitable for fix mineralinsulated heating cable on pipe, container, valves

• suitable to fix heating cable, heating tape or flat surface mats
• distance band can be weld or fixed with a wire on a pipe or container


